D-Link

Building Networks for People

This document will guide you through the
basic installation process for your new
D-Link Network Camera.

DCS-4602EV

Quick Installation Guide
KpaTkoe pyKkoBOACTBO MO YCTaHOBKe

Documentation also available on
CD and via the D-Link Website




Quick Installation Guide

This installation guide provides basic instructions for installing the Network Camera on
your network. For additional information about how to use the camera, please see the
User Manual which is available on the CD included in this package or from the D-Link
support website.

Package Contents

DCS-4602EV Vigilance Full HD Outdoor Vandal-Proof POE Dome Camera
Cable Waterproofing Connector

Rubber Power Connector Plug

Mounting Kit

Manual and Software on CD-ROM

Quick Installation Guide

If any of the above items are missing, please contact your reseller.

Safety Notice:
Installation and servicing should be done by certified technicians so as to conform to all
local codes and prevent voiding your warranty.
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ENGLISH

Hardware Overview

L L1 Cover Screws
The three screws can be
removed with the included
wrench

Protective Cover

Camera Lens

Provide illumination for
low-light environments

Inner Cover
Tilt Adjustment Screw

Can be loosened to adjust
camera angle

Reset Button
Resets camera back
to the factory default
settings

Power Connector
Connects to an optional 12V /1.5 A
power adapter (not included)

Ethernet Jack Grounding Screw
RJ-45 connector for Ethernet which can also be used to Attach to a grounding wire
power the camera using Power over Ethernet (PoE) if desired
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Configuring the Camera

Insert the DCS-4602EV CD into your computer's CD-ROM drive to begin the installation.
If the Autorun function on your computer is disabled, or if the D-Link Launcher fails to
start automatically, click the Start button and type D:\autorun.exe (where D: represents
the drive letter of your CD-ROM drive) and press Enter.
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Click Setup Wizard and follow the instructions to install
the Setup Wizard.

Click on the D-Link Setup Wizard SE icon that was
created in your Windows Start menu (Start > D-Link >
Setup Wizard SE).

The Setup Wizard will appear and display the MAC
address and IP address of your camera(s). If you have a
DHCP server on your network, a valid IP Address will be
displayed. If your network does not use a DHCP server,
the network camera's default static IP 192.168.0.20 will be
displayed.

Select your camera, then click the Wizard button to
continue.

Enter the Admin ID and password. When logging in for punk __m— ]

the first time, the default Admin ID is admin with the

password left blank. St 0 ety o
Click the checkboxes if you wish to change the admin ID [ )
and password for the camera, and enter the new ID and = —

password you wish to use.

Click Next to continue.

Select DHCP if your camera obtains an IP address
automatically from a DHCP server such as a router.
Select Static IP if you want to manually enter the IP
settings for the camera.

Click Next to continue.
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ENGLISH

Take a moment to confirm your settings and click Restart. W

“The Setup Wizard has completed. Clck on Backto modity
Your setings. Click ‘Restart to save your current setings.
‘and reboot the Internet Camera.

g2

Viewing Your Camera via Web Browser

Click on the D-Link Setup Wizard SE icon that was
created in your Windows Start menu (Start > D-Link >
Setup Wizard SE).

3 St down. o

[Et © 778 2 s
Select the camera and click Link to access the web W
configuration.

The Setup Wizard will automatically open your web
browser to the IP address of the camera.

Enter admin as the default username and leave the Windows ey =)
password blank. Click OK to continue. mimmmm..umsmwmm.m.w.wa,

This section displays your camera’s live video. You can
select your video profile and view or operate the camera.
For additional information about web configuration, please
refer to the user manual included on the CD-ROM or the
D-Link website.
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Mounting Instructions

It is highly recommended that you configure and test your camera before mounting it.

Place the mounting sticker where you want to position the
camera. > I o
J
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Use a 6 mm drill bit to make the required holes ‘ \
approximately 25 mm deep, then insert the wall anchors | }
into the holes. ! |

If you are running the camera cables through the wall,
drill a hole in the center and pull the cables through the
hole.

Use the included wrench to loosen the 3 screws on the
top of the camera, then lift the camera cover off.

Use the screws provided to mount the camera to the wall.

If you are running the camera cables out the side of
the camera, guide the camera cables through the cable
channel on the base.
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Connect the power and Ethernet cables, or just the -

Ethernet cable if you are using a PoE connection. ;[mm]ﬂ]]ﬂ;ﬂ @:

ENGLISH

To adjust the camera's angle, pull the black inner cover
and remove it from the camera.

Loosen the adjustment screw on the side of the camera,
then retighten it after moving the camera to the desired
angle. You can also rotate the camera by grasping the
camera and turning it left or right.

When you are done adjusting the camera's angle, put the
inner cover back into place.

Note: The camera has a limited range of motion; if it stops

when you are adjusting it, do not attempt to rotate or tilt
the camera any further in that direction.

Reattach the camera cover.

If you need to waterproof your installation, please continue to the next page.
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Waterproofing Your Installation

To waterproof your camera installation, follow the instructions below. Round Ethernet
cable, a crimping tool, and RJ-45 plugs are required for this procedure.

Place the washer around the base of the Ethernet
connector as shown.

.«(
(2

Thread bare Ethernet cable through the waterproof
connector as shown, then crimp an RJ-45 plug onto the
cable.

Connect the RJ-45 plug into the Ethernet connector, then %
screw the waterproof connector to the Ethernet connector %

by turning it about a half-turn clockwise.
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Screw the back part of the waterproof connector clockwise
until there is a tight seal around the Ethernet cable.

If you are using PoE to power your camera, use the
included rubber power connector plug to the power
connector.

If you are using a power adapter(not included) to
power your camera, wind waterproof tape around the
connection in an overlapping manner to cover it.

Additional Information

Additional help and product information is available online at http://www.dlink.com.

Warranty Information
Please visit http://warranty.dlink.com/ for warranty information for your region.
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KpaTkoe pykoBOACTBO MO YCTaHOBKe

[laHHOe pPyKOBOACTBO COAEPXUT OCHOBHbIE MHCTPYKLMM MO YCTaHOBKE Kamepbl
DCS-4602EV B cetu. nsa nony4eHns 4ONOMHUTENbHON MHAOPMaLMK No HACTpoke
Kamepbl, noxaryncra, obpatutech Kk pykoBoacTBy nons3osatens Ha CD-gucke u3
KoMmnekTa noctaBkn unu Yepes Web-cant D-Link.

KomnnekT noctaBKu

= BHelwHAsA KynonbHas aHTMBaHAanbHas cetesas 2 Ml Full HD-kamepa
DCS-4602EV ¢ nogaepxkon POE 1 HOYHON CbeMKH

= BogoHenpoHvLaeMblii KOHHEKTOP Ast kabensi

= Pe3nHoBasi 3arnyLuka Ans pasbeMa nutaHusi

= KoMnmekT Ans MoHTaxa

= CD-aunck ¢ pykoBOACTBOM MOSb30BATENS U NPOrpamMmMHbIM obecrneyeHem

= KpaTkoe pyKOBOACTBO MO yCTaHOBKE

Ecnu 4t0-nnbo 13 nepeyncrneHHoro OTCyTCTBYET, NoxarnyiicTa, obpaTuTech k
MOCTaBLLKY.

Mepbl 6e3onacHocTuH:

Bo usbexxaHue npekpalleHusi rapaHTum, YCTaHOBKY U 0GCIYKMBaHMe LOMKHbI
NpPOBOAMTL CEPTUMULIMPOBAHHbBIE CMELManMCTbl B COOTBETCTBUM C PEMYOHANbHBIMU
HOpMamm 1 npasunamu.
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OG30p annapaTHOM 4YacTu

BuHTLI
3aluTHas KpbIlKa Tpu BUHTa MOTYT BbiTb
CHSITbI C MOMOLLbIO
BXOASILLErO B KOMMIEKT
\ NOCTaBKK Kno4a
O6beKkTUB
Kamepbl
WndpakpacHan
noaceeTka
Wcnonbayetcst ans
paboThbl kKamepbl B HOYHOE
BHyTp Bpems
KpbILIKa

BUHT perynupoBsku
HaKroHa

MoxeT bbITb ocnabnex
[Nsi perynmpoBkut
NONOXEHNS Kamepbl

PYCCKUu

Knonka Reset

[ins c6poca HacTpoek
Kamepbl K 3aBOACKUM

Pasbem nutanus
Pasbem ans nogkntodenust 12 B/ 1,5 A apantepa
nUTaHus (aganTep He BXOAWUT B KOMMIEKT NOCTaBKM)

y
1

Ethernet-pasbem BUWHT gna 3asemneHus
Pasbem RJ-45 ansa nogknioveHns Ethernet-kabens, a Takke ans MoeT BbITb MOAKMHYEH K
nofayu nuTaHus kamepsl Mo TexHonorun Power over Ethernet npoBoAy 3a3eMIeHns
(PoE)
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HacTtpowka ¢c nomouwbio MacTepa ycTaHOBKU

BcTaBbte komnakT-guck ans DCS-4602EV B npueog CD-ROM, 4ytobbl HauaTb
ycTaHoBKy. Ecnv Ha komnbloTepe OTkItoYeHa (hyHKLMS aBTo3anycka unm 3anyck He
npousoLuen aBTomaTuyecku, Haxmute Myck > BoinonHuTe. Beeante D:\autorun.exe,

roe D: - umsa npusoga CD-ROM.

Haxmute Setup Wizard, 4Tobbl Ha4aTb YCTaHOBKY.

Beibepute spnbik D-Link Setup Wizard SE B ctaptoBom
meHto Windows (Myck > D-Link > Setup Wizard SE).

OTKpoeTCcs OKHO MacTepa yCTaHOBKY, rae OyaeT oTobpaxeH
MAC-agpec 1 IP-agpec Bawein kamepsl. Ecnn B cetn
ncnonb3yetcss DHCP-cepBep, To 6yaet otobpaxeH
IP-agpec, HazHa4yeHHbI aTUM cepBepoMm. Ecnu B ceTn He
ncnonb3yetcss DHCP-cepBep, To oTobpa3nTcs ctatuyeckuin
IP-agpec kamepbl no ymonyaHuio: 192.168.0.20.

Bbibepute kamepy n HaxmuTe kHonky Wizard ans
NPOAOIMKEHUS.

Beeaute nmsa nonb3osatens (Admin ID) n naponb
(Password). Mims nonb3oBaTens no ymonyaHuio - admin,
naponb ocTaBbTe NyCTbIM.

Ecnu Bbl XOoTUTE M3MEHUTb UMS NoMb3oBaTens 1 naporb
ONs Kamepbl, NOCTaBbTe riaXkn B COOTBETCTBYHOLLNX
nonax n 3atem BeBeauTe HOBble Y4E€THbIe AaHHbIe.

Haxmute Next ons nepexopa Ha crneqyoLLyto CTpaHuLy.
Bbi6epute DHCP, ecnun kamepa gormkHa aBToMaTn4eckm
nonyyatb IP-agpec.

Bbi6epute Static IP, ecrniv kamepa fomkHa UMeTb
nocTosiHHbIN IP-agpec.

Haxmute Next ansi nepexoaa Ha CrieaytoLLyto CTpaHuLy.

(©)SECURIC A Network

[picnane  Liszicesiss

Setup an Admin ID and Password to secure your camera.
Click Nextto continue.
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PYCCKUu

MopoxauTe HECKOMNBKO MUHYT ONA COXpaHeHUA HaCcTpoek

1 HaXxmMuTe KHOMKy Restart.

(©)SECURIC AN Network

Primay NS
SocondaryONS.

“The Setup Wizard has completed. Clck on Backto modity
Your setings. Click ‘Restart to save your current setings.
‘and reboot the Internet Camera.

g2

MpocmoTp n3obpaxeHuns kamepbl Yepe3s Web-6paysep

Bbi6epute sipnblk D-Link Setup Wizard SE B ctaptoBom
meHto Windows (Myck > D-Link > Setup Wizard SE).

Bbibepute kamepy u HaxmuTte kHonky Link ans goctyna k

Web-HacTponkam.

MacTep ycTaHOBKM aBTOMaTn4eckn oTkpoet Web-Gpaysep

no IP-agpecy kamepebl.

Beeaute nms nonssosartens admin n octasbTe nosne ¢
naponem nycrbiM. Haxmute OK gns NPOAOOJIKEHUSA.

B naHHOM pasgene JOCTYNeH NPOCMOTP BUAEO C KaMepbl
B pearnbHoM BpemeHu. Bbl MoxeTe BbibpaTb npodusb
BUAEO M NpocMaTpuBaTh 13oGpaxeHue ¢ kamepsbl. [ns
nomny4eHust 4OMNONHUTENBHOM MHAGOPMAaLIKM MO HACTPONKe
Kamepbl, Noxarnyicra, o6paTUTech K pykOBOACTBY
nonb3oBatensi Ha CD-gucke U3 KOMMIeKTa NoCTaBky UMK

Ha Web-cant D-Link.

@ sECURICAM Network

Windous Securty ==
The server 1921680101  DCS-4602EV requies o usemame and password.

Warning: questing

connection).
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MoHTaX Kamepbl

HacTtosaTenbHo pekoMeHayeTCs BbIMOMHUTL HACTPOIKY M TECTUPOBaHWE KaMepbl [0 ee
MOHTaxa.

MpuKpenuTe HanpasnALWWIA CTUKEP Ha MeCTo, rae
NnaHMpyeTcs YyCTaHOBUTL Kamepy.

25 MM cBeprioM guameTpom 6 MMm. 3aTeM BCTaBbLTE B

MpoceepnnTe 0TBEPCTUS MYGUHOM NPUGHN3NTENBHO
\
OTBEPCTUSI aHKepbl. i

Ecnu TpebyeTcs Nponoxuts kabenu ans kamepbl B
CTeHe, MPOCBEepIMTE OTBEPCTUE B LIEHTPE U NPOTAHUTE
kabenu Yepes aTo OTBEPCTME.

C NoMOLLbI0 BXOASILLENO B KOMMNEKT NOCTaBKM KItoya
ocnabbte 3 BUHTa B BEPXHEN YacTu kamepsbl. 3aTem
CHVMWTE 3aLUMTHYIO KPbILLKY KaMepbl.

YctaHoBuTe KamMepy Ha CTeHY C NOMOLLbK BXOAALLUUX B
KOMMJIEKT NOCTaBKU BUHTOB.

Ecnu TpebyeTcsi BbiBECTU KaGenu ¢ BHELUHEN
CTOPOHbI KaMepbl, MPOTSHUTE KX Yepes KaHarn B
OCHOBaHWW Kamepbl.

D-Link DCS-4602EV Quick Installation Guide
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MopkntounTe kabenb nuTaHusa n Ethernet-kabenb. Ecnn -

ncnonbayeTcs PoE-coefnHeHve, NoakYnUTe TONbKO ;[mm]ﬂ]ﬂ;ﬂ @:
Ethernet-kabenb.

YT0Gb!l OTPEryNNpOBaTh MOMOXEHNE KamMepbl, MOTSHUTE
BHYTPEHHIOO KPbILLKY U CHUMUTE €€ C Kamepbl.

OcnabbTe perynnpoBOYHBbIN BUHT, HAXOAALMINCSH COOKY
Kamepbl, HacTponTe Tpebyemoe nonoxeHve n 3aTaHuTe
BUWHT. [MonoxeHne Kamepbl TaKKe MOXHO MEHSITb, 3aXaB
ee 1 NnoBopayunBasi BNeBO U1 Brpaso.

PYCCKUu

[Mocne Toro Kak perynupoBka NooXeHns kamepbl byaet
3aBeplUeHa, YCTaHOBUTE BHYTPEHHIOK KPbILLKY Ha MeCTO.

MpumeyaHue: [lnana3oH nepemMeLleHnsi Kamepsbl
OrpaHv4eH; ecrniv oHa OCTaHOBUTCS BO BpeEMS
BbINOSTHEHWS PETYNNPOBKYU, HE MbITANTECH NOBOPaYNBaTh
VNV HaKNOHATb Kamepy Aarblue B 3TOM HanpaBneHuun.

YcTaHOBWTE 3aLUMTHYIO KPbILLKY Kamepbl.

Ecnu TpebyeTcs obecneunTb BOOOHENPOHMLIAEMOCTb KaMepbl, Noxarnyiicra, nepenanTe
Ha CrieyoLLyo CTpaHuLy.
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BOAOHenpOHMHaEMOCTbKaMepbl

YT06bI 06ECNEUNTL BOAOHENPOHULIAEMOCTb KaMepsbl, creayiTe NpuBeaeHHbIM
HWXEe MHCTPYKUMAM. Onsi aToi npoueaypbl noTpebytoTest kpymbit Ethernet-kabenb,
WNHCTPYMEHT Ans 06XkMma 1 KoHHekTopbl RJ-45.

YcTaHoBUTE YNNOTHUTENBHYIO NPOKNaAKy Ha pasbem
RJ-45, kak nokasaHo Ha PUCYHKe.

Q'WV \ 8
(5

MpoTtsaHuTe Ethernet-kabenb Yepes BogOHENPOHML@EMBIN
KOHHEKTOPp, Kak noka3aHo Ha pucyHke. [lanee BcTaBbTe
kabenb B koOHHekTop RJ-45 1 oboxmuTe.

CoefunHnTe KOHHEKTOp ¢ pasdbeMoM RJ-45. 3akpyTuTe
BOJOHENPOHMLI@EMbI KOHHEKTOP, MOBEPHYB €ro
npnbnuanTensHO Ha nomn-06opoTa No YacoBOW CTPerIKe.
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PYCCKUu

[MoBEpHUTE HUXKHIOK YaCTb BOAOHENPOHULLAEMOTO
KOHHEeKTOopa Nno 4acoBou cTpernke Ans obecneveHns
repmetnyHocTn Ethernet-kabens.

Ecnu nopavya nutaHusa Ha Kamepy ocyuiecTBnsdeTcd no
TexHonoruun PoE, MCI'IOJ'Ib3yl7ITe BXOAALLYHO B KOMMJEKT
NOCTaBKN PE3NHOBYIO 3arnyLlKy Ana pa3bemMa nuTaHua.

Ecnu nopaya nutaHus Ha KaMepy ocyLLeCTBNAETCSA C
NoMoLbI0 aganTtepa NUTaHuA (He BXOAUT B KOMMNJIEKT
nocTaBKW), UCMOSb3YyNTe CrieumanbHyo NeHTY Ans
repmeTM3aunm ¢ Lenbto NpefoTBpaLleHns nonagaHust
Braru Ha coefiMHeHve.

JononHutenbHaa nHdopmaumsa
[ononHuTenbHas NOMOLLb 1 MHopMaLms 06 YyCTPOMCTBE AOCTYMHA B PEXMME OHMawH

Ha Web-cawiTe http://www.dlink.com.

UHdopmauumsa o rapaHTum

YT0o6bl NONYy4UTh MHGOPMaLIMIO O rapaHTUM Ans Baluero pernoHa, noxarnyicTa, nocetute
http://warranty.dlink.com/.
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TexHUYecKkne xapakTepuCTUKM

Kamepa

OcHoBHble . 1/3-ar0NMoBbIN . Yrnbl 0630pa:
XapaKTepUCTUKN [AByxmeranukcenbHblii CMOS- 96° (no ropu3oHTanm)
CEeHCop C TeXHomoruei 54° (no BepTUKanm)
NPOrpecCHBHOO CKaHNPOBaHS 108° (no avaroHanu)
. PaccrosiHre uHdpakpacHom . Yrmbl perynupoBku
nopceetku: 20 M (HEeMOTOpM30BaHHbIe):
. MuHUManbHoe ocBeLLEeHe: Mo Beptukanu: 60°
0 ntoKC € MHpakpacHomn Mo ropusoHTanu: 350°
NoaCBETKON
. BctpoeHHbiii ICR-counstp
. 10-kpaTHoe undposoe
yBenuyeHve
. MuHumanbHoe paccTosiHue Ao
obbekTta: 0,2 M
. ®dokycHoe paccTosiHve: 2,8 MM
. Aneptypa: F1.8
Kopnyc kamepsl . BcenorogHbIii kopryc (cTaHgapT . AHTMBaHAANBHbI KOPMYC
IP-66) (ctanpapt IK10)
XapakTtepucTiku . Hactpoiika ka4ecTBa v pasvepa . HactpaviBaemble 30HbI
1306paxeHmns 1306paXeHusi, CKopocTH NpVBaTHBIX Macok

nepenayu kagpoB 1 CKOPOCTH
nepesayn AaHHbIX

MeTku BpemeHw 1 BCTaBKM TEKCTa

HacrtpaviBaemble okHa anst
0GHapyXeHUs! ABKEHNS!

. Hacrpoiika ckopocTu 3aTBOpa,
AIPKOCTM, HACbILLIEHHOCTY LIBETA,
KOHTpacTa, peskoctu, WDR u
3D-dhuneTpa

Cxatue B1aeo

Cxatvie B hopmartax H.264/
MJPEG

H.264/MJPEG mynbtukact
BellaHve

JPEG ans cron-kagpos

PaspeLuermne Buaeo

16:9 - 1920 x 1080, 1280 x 720,
800 x 448, 640 x 360, 480 x 272,

320 x 176 po 30 kagpos/c

*  4:3-1440 x 1080, 1280 x 960,
900 x 720, 800 x 592, 640 x
480, 480 x 352, 320 x 240 go 30
Kafpos/c

WHTepdelicel ans
BHELLHWX YCTPOWCTB

Mopt 10/100 BASE-TX Fast

Ethernet

. Monpepxka 802.3af PoE

D-Link DCS-4602EV Quick Installation Guide
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PYCCKUu

Cetb

CerteBble NPOTOKOIbI

IPv6

IPv4

ARP

TCP/IP

ubpP

ICMP

DHCP-knueHT
NTP-knueHT (D-Link)
DNS-knueHT
DDNS-knueHT (D-Link)
SMTP-knneHT
FTP-knueHt

HTTP/HTTPS
Samba-knveHT
PPPoE

UPnP port forwarding
RTP/RTSP/RTCP
Punerpauus IP-agpecos
Multicast

CoS

QoS/DSCP

SNMP

Coorteetctare ONVIF

BesonacHocTb

CuctemHble
TpeboBaHus ans
Web-nHTepdeiica

YnpaeneHve cuctemMom

3aLmTa yyeTHoi 3anmey
agMUHUCTpaTopa W rpynMbl
nons3osarernen

AyTeHTUMKaLWms No Naposio

Web-6payaep: Internet Explorer,
Firefox, Safari

LWndpposanme HTTP 1 RTSP

YnpaeneHnve . OBHapy»XeHne OBMKeHUs Mopnepyka HECKOMbKMX
cobbITUSIMM . YBegomseHve o cobbITim cepeepoB SMTP n FTP
1 3arpy3ka cTon-kagpos/ Heckonbko yBenomneHuin o
BIEOKINMNINOB Yepes cobbITUK
AMeKTPOHHYt0 noyTy unn FTP Heckonbko cnocobos 3anuncu
[NS CO30aHNA Pe3epBHbIX
Konui
YpanexHoe . Co3spnaHve cTon-kagpos/ [ocTtyn k nHTEpdeiicy ¢
ynpasneHve BUAEOKIMMOB M COXPaHeHWe Ha HacTpoiikamu Yepes Web-
oKanbHbIV XXeCTKUA ANCK Gpaysep
CvcTeMHble . OnepauuoHHas cuctema: Mpotokon: CtaHaapTHbI TCP/IP
TpeboBaHus Microsoft Windows 8/7/Vista
D-ViewCam™ *  Web-6paysep: Internet Explorer 7
UIu BblLLe
DyHkumm MO . YnaneHHoe ynpasneHue/ Mopnepxka Bcex pyHKUMIA
D-ViewCam™ KOHTPOSb: A0 32 kamep ynpaenenus, 4oCTynHbIX B Web-
. MpocmoTp n3obpaxenuin ¢ 32 nHTEpdelice

Kamep Ha OOHOM 3KpaHe

Onuwu 3anucu no
cpabartbiBaHuio AaT4urka, No
pacnucaHuio Unn BpydHyo
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ObLwme

Bec

525r+5%

BHewHwni apantep
nUTaHus (He BXOAUT B
KOMMMEKT NocTaBKy)

Bxoa: 100~240 B nepemeHHoro
Toka, 50/60 Iy

Bbixoa: 12 B nocTosiHHOro Toka,
1,5A

MoTpebnsemas . 55BT+5%
MOLLHOCTb
Temnepatypa . Pabouas: ot -30° go 50°C *  XpaHeHus: ot -20° go 70°C
BnaxHocTtb . Mpw akennyataumm: ot 20% Ao . Mpu xpaHeHu: ot 5% Ao 95%
80% (6e3 koHpeHcaTa) (6e3 koHpeHcata)
CepTudukartbl . CE . FCC
. CELVD . C-Tick

45

LN

s

EAL
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