
CAUTION: TO REDUCE THE RISK OF FIRE 
REPLACE ONLY WITH SAME TYPE FUSE.

AC 230V~/50Hz MAX 105W

FUSE RATING
T2AH 250V

USE ONLY WITH A250V FUSE

sonar
MODEL.NO: SEP-3352

EMERGENCY POWER SUPPLY

MADE IN KOREA

CAUTION

RISK OF ELECTRIC SHOCK

DO NOT OPEN

WARNING:TO REDUCE THE RISK OF FIRE
OR ELECTRIC SHOCK DON'T EXPOSE THIS

EQUIPMENT TO RAIN OR MOISTURE. (FROM SPD-3322)
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DC OUTPUTS

BE SURE NOT TO EXCEED 24A OF DC OUTPUTS
FOR  USING OF INTERNAL BATTERY.
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CAUTION: IN CASE OF USING EXTERNAL
BATTERY, INTERNAL BATTERY IS NOT AVAILABLE.
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WARNING : TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK 

DON’T EXOPOSE THIS EQUIPMENT TO RAIN OR MOISTURE
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SERIAL NO:

MIC/ LINE INPUTS

MODEL NO : SMA- 1408

MADE IN KOREA
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CAUTION

RISK OF ELECTRIC SHOCK

DO NOT OPEN

WARNING:
OR ELECTRIC SHOCK DON ' T EXPOSE THIS

EQUIPMENT TO RAIN OR MOISTURE .
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Двухжильный провод
Шлейф (в комплекте с 

блоком) Корд с разъемами XLR

№6778

Схема подключения для заказа
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